Fire Protection Planning - Supplemental Information

PLACER COUNTY
FIRE PROTECTION PLANNING

Supplemental information to be included with the Environmental Questionnaire (EQ) submittal

The following information is required to determine the potential environmental impacts of the
proposed project and to identify appropriate mitigation measures. However, additional
information may be requested if the provided information leads to further questions, and/or if
the County is unable to complete the initial study checklist due to an incomplete EQ.

1. Preliminary Site Plan

e Submit a preliminary site plan to include, at a minimum:

Topographic information such as existing and proposed elevations contour lines and spot
elevations.

Type of vegetation on site and on adjacent properties.

Existing and proposed site improvements.

Access points to adjacent and internal open spaces.

Location, height and type of any onsite fencing and gates.

Location and number of spaces of any on-site parking.

Location and square footage of any exterior storage areas.

Distance, pipe size, flow and purveyor of nearest municipal water system.
Indicate cumulative distance of all dead end roads.

Indicate flood plain and flood control measures.
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2. Area Map

e  Submit a surrounding area map to include, at a minimum:

» Show all adjacent streets and easements.

» Location, distance, pipe size, flow and purveyor of nearest municipal water system.

» Location, distance, size and estimated gallons of ponds, lakes and other available sources
of water for fire department use.

4. Project Description

e Submit a project description to include, at a minimum:

Proposed number and locations of all structures.

Proposed square footage, height and type of construction of all structures.

Proposed floor plan.

Proposed occupancy/use of all structures.

Proposed square footage and height of interior storage.

Proposed number of employees.

Description of any hazardous processes involved in the business.

Estimated quantity and location of hazardous materials storage and use.

Indicate how fire service water shall be provided. (surface water, ground water, tanks or
combination system.)
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5. Traffic and Circulation Plan

Provide fire department access to all buildings and areas (Knox system).

Public and private roads shall not be gated.

Fire Department access shall have an unobstructed width of not less than 20 feet and a
vertical clearance of 15°.

Road widths shall be 30° when parking is not allowed on only one side of the roadway
and 40’ when parking is not restricted.

During construction, one side (Determined by PCFD) of all roads shall be posted “No
Parking, Tow Away Zone”.
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7. Estimated Fees

» Capital Facilities Fees may be required to be paid up front to provide fire and emergency
medical services during all phases of construction and the early stages of occupancy.

8. Landowner Approved Special Tax or Benefit Assessment

» This project may require a landowner approved special tax or benefit assessment to
provide necessary fire and emergency medical service funding.

9. Fire Alarm System

» Approved automatic fire alarm systems are required for commercial occupancies
exceeding 1,500 square feet.

» Alarm systems shall be monitored by an approved UL listed Central Station. (No
Proprietary systems)

10. Fire Sprinkler System

» Approved fire sprinkler systems are required for commercial occupancies exceeding
3,600 square feet.

11. Fuel Modification Zones

» During construction activities, temporary provisions for emergency access and fuel
modification zones shall be provided. The project applicant shall prepare a temporary fire
protection plan that will provide temporary emergency access and fuel modification
zones for phased development.

» Provide a minimum PCFD approved 100-foot clearance to combustible vegetation and
fire suppression water for all areas used for construction equipment and material storage.

12. Private Fire Service

» Private fire service mains shall be ductile iron or C900 Class 200 CPVC pipe.

13. Emergency Response or Evacuation Plan

» A document that describes actions to be taken in the event of natural disasters,
technological accidents or weapons of mass destruction attack. It identifies authorities,
relationships and the actions to be taken by whom, what, when and where, based on
predetermined assumptions, objectives and existing capabilities.
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